
Audio Video CenterAVC08U

Key Features
• Audio Video Center with ATSC/NTSC/QAM Tuning
• Selectable Upscaling to 1080i / 1080p High Definition Output
• Superior Uncompressed Digital Video and Audio Quality
• HDMI (V.1.3a, Deep Color, x.v.Color™, Auto Lip Sync, CEC)
• 3-language On-Screen Display (English, French, and Spanish)
• Parental Locks (Downloadable V-Chip)
• Closed Caption Decoder
• Downloadable V-Chip
• Memory by Input
• Discrete IR Codes
• Sleep Timer

Warranty
• 1-Year Parts and Labor Warranty 
  In-Home Service

NOTE: This AV Center is intended for use 
with Hitachi UltraThin monitors that include 
remote controls. This AVC08U does not 
include a remote control.

All specifications, features and dimensions 
are subject to change without notice. 
Refer to www.hitachi.us/tv for updates or 
more information.  

Refer to website for Hitachi endorsed acces-
sories and model numbers. 

© 2008 Hitachi Ltd.  All trademarks are the 
property of their respective owners.

Inputs
(3) HDMI (V.1.3a, Deep Color, x.v.Color™,  
     Auto Lip Sync, CEC)
(2) Component Video / Audio Inputs
(2) Composite Video / Audio Inputs
(1) USB 1.1 port for Software Upgrade
(1) RF/Antenna Input

Outputs
User Selectable Output Resolution: 1080i/1080p 
(1) HDMI (V.1.3, CEC, Deep Color, x.v.Color™)
(1) Dolby Digital Optical Output

Dimensions and Weight
Dimensions: 2” x 11 ¾” x 8 5⁄16” (WxHxD)
Weight: TBD
FCC Rating: Class B for Consumer Use
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